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CAMERA SPECIFICATION

DVR SPECIFICATION

Image Sensor
Total Number of Pixels

BNC Video Output

Power

1/3” CMOS (1.3MP); 1/2.9” CMOS (1.0MP)
1280(H) x 960(V)/ 1280(H) x 720(V)
1.3 MegaPixel/ 1.0 MegaPixel
HD-CVI, 75 ohm
0.01 LUX/ F1.2 (0 LUX IR On)
> 50dB
12V DC TEL +886.4.2707.6078 
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 Technology

Video Input
Display Speed

Video Output

Remote Access

Storage
Alarm/ Sensor
Auto-Networking           
Size

Power Supply

4CH/ 8CH Full 720P H.264 DVR
4CH/ 8CH Video Input (HD-CVI, 75ohms, BNC)
4CH - NTSC: 120fps (4x30fps) PAL: 100fps (4x25fps)
8CH - NTSC: 240fps (8x30fps) PAL: 200fps (8x25fps)
1920x1080, 1280x1024, 1280x720, 1024x768, 800x600
3ch Output (Main BNC*1, VGA*1, HDMI*1)
720P/ 960H/ D1/ CIF
NTSC: 30fps/ each channel ; PAL: 25fps/ each channel
iOS & Android Mobile Device

up to 6TB (3TB*2 HDD)
Yes

324mm x 243mm x 52mm - 4CH
370mm x 300mm x 60mm - 8CH 
Adaptor (12V DC, 4A) - 4CH
Adaptor( 12V DC, 5A) - 8CH

Model

Lens/ IR Distance 2.8~12mm/ 50M 2.8~12mm/ 40M 3.6mm/ 25M 3.6mm/ 20M

Model

Lens/ IR Distance 2.8~12mm/ 50M 2.8~12mm/ 40M 3.6mm/ 25M 2.8~12mm/ -

CVI-272812IR130 (1.3MP)
CVI-272812IR100 (1.0MP)

CVI-252812IR130 (1.3MP)
CVI-252812IR100 (1.0MP)

CVI-2836IR130 (1.3MP)
CVI-2836IR100 (1.0MP)

CVI-2936IR130 (1.3MP)
CVI-2936IR100 (1.0MP)

CVI-422812IR130 (1.3MP)
CVI-422812IR100 (1.0MP)

CVI-142812IR130 (1.3MP)
CVI-142812IR100 (1.0MP)

CVI-1936IR130 (1.3MP)
CVI-1936IR100 (1.0MP)

CVI-152812130 (1.3MP)
CVI-152812100 (1.0MP)

DVR-4CVI (4CH)
DVR-8CVI (8CH)

( 12V DC, 5A) - 8CH

DVR-4CVI (4CH)
DVR 8CVI (8CH)

142812IR130 (1


